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PURCHASE DESCRIPTION
BRIDGE, RESISTANCE
SCAT: 4122
Solicitation No: SPRMM1-16-R-YCO01
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GENERAL REQ

Temperature
Operating temperature: 0° C to +50° C

Non-operating temperature: -40° C to +71°C
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Power source

Internal DC Power: MIL-PRF-28800F DC internal power source requirements
are invoked. Internal batteries and a charger are required. Minimum
operating time shall be at least 24 hours following a maximum recharge
time of 8 hours. A charger that accepts 110/220 +10% Volt @ 50/60 Hz
single phase shall be provided for each unit. A battery life indicator shall be
incorporated into the display.

4.6

4.7

4.8

Calibration Procedure The procedure, software, and special
interfaces/adapters that are needed for the equipment calibration shall be
provided.

Dimension Not to exceed 15.5 cm (6.0 in) H x 40 cm (14in) W x 29 cm
(11") D.

Weight Not to exceed 20 kg (44 Ibs).
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Technical Manual The maintenance philosophy for this unit shall be level 3
(per MIL-PRF-28800F) and require maintenance to the component level of
the unit. The technical manual shall conform to the level 3 maintenance
philosophy. This level would be used for most equipment where
maintenance and repair is an expected phase of equipment lifecycle.

Board level maintenance and troubleshooting information is required. A Use
and Installation manual (Operator’s Manual) shall be provided separately.
Maintenance and Servicing manual shall be provided to two levels of
maintenance, unit operational verification level and the module level.

aMms

ent afid*Connectio

level maintenance a

electronic format shall be P6Cument Format (PDF) - ISO 32000-
1:2008. Two separate CD/DVDs are required, one shall contain the Use
and Installation manual and one shall contain the Maintenance and Service
manual.

The statement of copyright release:
‘REPRODUCTION AND DISTRIBUTION OF THIS TECHNICAL
MANUAL IS AUTHORIZED FOR U. S. GOVERNMENT PURPOSES.”
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shall be printed in the first two pages of each technical manual and on the
surface of the CD/DVD supplied.

Training material Training materials that demonstrate the features, detailed
operations and procedures with step-by-step instructions for using the
equipment shall be provided. The training material shall be delivered in
technical manual or interactive CD-ROM formats.

Additional Reqwrements
Human Readable Identi

metal plate
Shipping contz
contamlng y



